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Electropneumatic machine specifically designed for gluing

PP4
Q U A D R U P L E  P R E S S Profit compared

to 4xPP1 :

•	Productivity 
increased by 30% 

•	Space reduced 
by 50 %  

OPTIONAL FEATURES 
CT2 – Refrigeration unit
MACHINE CAPACITY  
Radiators dimension Ø150mm

MACHINE SPECIFICATIONS
Press dimensions without the workbench
Depth : 650 mm
Width : 1000 mm
Height : 650 mm
Weight : 150 kg
Power : single phase 230 V, 50 Hz, 0.2 kVa
Pneumatic : stable network, minimum 3 bars (3Kg/cm²)

•	 Bottom and top cooling by closed circuit water circulation
•	 Temperature sensors on each head

For Ø 90 battens and more
Minimum thickness of 17 mm ➔ Standard temperature sensors
Thickness less than 17 mm ➔ Specific temperature sensors
For Ø 60 / 65 battens
Specific sensors temperature 

•	 Temperature sensor Water inlet
•	 Adjustment of independent head pressure
•	 Adjustable working pressure from 25 to 750Kg for a pneumatic supply of 6 bars

Each head can work independently
Four operating modes :           

Time
Temperature
Time and Temperature
Manual Start/Stop

TECHNICAL FEATURES

CONCEPTION 
•	 Steel base plate
•	 Safety light curtain
•	 Water cooling radiator
•	 Four independent working heads
•	 Top plates on ball joint for flat pressing
•	 Protection in aluminum profile according to CE standards
•	 7 inch touch screen
•	 Led Lamp
•	 Electrical cabinet
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